
 
 
 
 
 
 

General Characteristics  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Statistical Life Expectancy: > 150 000 hours according to operating  

 conditions  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
Routine test  

 
UN UTT UTC 

≤ 500 V 2,15 x UN AC (2s) 3000 V AC (10 s) or 1,2 x UTC AC (2 s) 

≥ 500 V 2,15 x UN AC (2s) 2 x UN + 2000V AC (10 s) or 1,2 x UTC AC (2 s) 
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selfhealing,  

 

 

Standards:  

 

Rated Voltage:  

Rated Power:  

Max. inrush Current: 

Capacitor Losses:  

Discharge Resistors:  

 

EC EN 60831-1/2, VDE 0560-46/47, 

GOST 1282-88  

230 - 690 V / 60 Hz  

1 - 50 kvar  

1,5 x IN Continuous, 2 x IN Short period* 

400 x IN  

cca 0,4 W / kvar  

built-in 75 V / 3 min (50 V /1 min up to  

30 kvar)  

Protection Degree:  

Max. Relative humidity:  

Max. Altitude:  

Mounting position: 

Dielectric System:  

Impregnant / Filling: 

Safety Device:  

Fuses:  

IP 20 (IP 54 selected types on request) 

 

Aluminium can  

self healing  

Inert gas N2 or semi-dry resin (50 kvar) 

overpressure disconnector  

-40/D (60°C)  

 

Max Permissible Voltage  
 
 
RMS overvoltage 

1,1 x UN  8 h/d  

1,15 x UN  30 min/d  

1,20 x UN  5 min (200x)  

1,30 x UN  1 min (200x)  

 
 
Temperature category  
 

Temperature  

 category  
 

D (600C)  

 
 
 
 

Ambient temperature  

 1yr*  
 
500C  400C  300C  

550C  450C  350C  

650C  450C  350C  



 

Ø D x H  
(mm)  
 

 
m 

(kg) 
Qc 

(kVAR) Type  In 

Ø D x H  
(mm)  
 

 
m 

(kg) 
Qc 

(kVAR) Type  In 

600V HD Capacitors 

10 CSADG-0,69/10-60-HD 3 x 18,6 8,4 85 x 245 1,1 A 

12,5 CSADG-0,69/12,5-60-HD  3 x 23,2 10,5 85 x 245 1,2 A 

15 CSADG-0,69/15-60-HD 3 x 27,9 12,6 85 x 245 1,4 A 

20 CSADG-0,69/20-60-HD 3 x 37,1 16,7 100 x 245 2,0 A 

25 CSADG-0,69/25-60-HD 3 x 46,4 20,9 116 x 245  2, B 

30 CSADG-0,69/30-60-HD 3 x 55,7 25,1 116 x 245 2,5 B 

40 CSADG-0,69/40-60-HD 3 x 74,3 33,5 136 x 261 3,8 B 

690V HD Capacitors  

Ø D x H  
(mm)  
 

 
m 

(kg) 
Qc 

(kVAR) Type  In 
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